
Reinforced Thermoplastic motor bracket and discharge with built-in guide bearing. Sizes range from 1/2 HP - 1 1/2 HP. 
The 300 series stainless steel top bearing and motor coupling. These are assembled with our A.Y. McDonald stainless 
steel motors. Two wire single phase models include pump, motor, and 10’ lead, 25’, 50’ & 100’ available.

All four inch submersibles are supplied with grounded leads meeting the National Electrical Code (N.E.C.) specifications.

The performance curves on the following page will assist you in choosing the pump that meets your needs.

MODELS |  5 GPM - J Series  |  7 GPM - V Series  |  10 GPM - K Series  |  15 GPM - L Series  
   20 GPM - P Series  |  30 GPM - E Series

NO-LEAD: The weighted average of the wetted surface of this no-lead product contacted by consumable water contains less than one quarter of one 
percent (0.25%) lead.  

A.Y. McDonald considers the information on this assembly drawing correct when published. Item and option availability, including specifications, are subject to change without notice.
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SUBMITTAL DATA SHEET

- Stainless steel pump shell and pump shaft
- Reinforced Thermoplastic diffusers and impellers
- Internal, anti-spin check valve standard
- Thermoplastic intake screen and cable guard

- Powered by A.Y. McDonald standard composite submersible motors  
 1/2 - 1 HP.  
- 1 1/4” FNPT Discharge

SUBMITTAL INFORMATION
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Model HP Material Volts Phase A B Wt.
22050J2AJ 1/2 Plastic 115 1 16.6 9.5 26
22050J2J 1/2 Plastic 230 1 16.6 9.5 26
22075J2J 3/4 Plastic 230 1 20.3 10.7 30
22100J2J 1 Plastic 230 1 22.5 11.8 35
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SHUTOFF HEAD
 1/2 HP 373 FT. • 161 P.S.I.
 3/4 HP 486 FT. • 210 P.S.I.
 1 HP 625 FT. • 271 P.S.I.

1/2 HP - 15 Stages

1 HP - 25 Stages

 3/4 HP - 20 Stages

Specifications

J - 5 GPM

Model HP Material Volts Phase A B Wt.
22050V2AJ 1/2 Plastic 115 1 14.3 9.5 25
22050V2J 1/2 Plastic 230 1 14.3 9.5 25
22075V2J 3/4 Plastic 230 1 16.6 10.7 28
22100V2J 1 Plastic 230 1 18.8 11.7 32
22150V2J 1 1/2 Plastic 230 1 24.0 13.6 40
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U.S. GALLONS PER MINUTE

SHUTOFF HEAD
 1/2 HP 299 FT. • 129 P.S.I.
 3/4 HP 386 FT. • 167 P.S.I.
 1 HP 495 FT. • 214 P.S.I.
 1 1/2 HP 736 FT. • 319 P.S.I.

  1 1/2 HP - 25 Stages

 1 HP - 18 Stages

 3/4 HP - 15 Stages

 1/2 HP - 12 Stages

Specifications

V - 7 GPM
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NO-LEAD: The weighted average of the wetted surface of this no-lead product contacted by consumable water contains less than one quarter of one 
percent (0.25%) lead.  

A.Y. McDonald considers the information on this assembly drawing correct when published. Item and option availability, including specifications, are subject to change without notice.
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Model HP Material Volts Phase A B Wt.
22050K2AJ 1/2 Plastic 115 1 12.3 9.53 23
22050K2J 1/2 Plastic 230 1 12.3 9.53 22
22075K2J 3/4 Plastic 230 1 13.7 10.66 27
22100K2J 1 Plastic 230 1 16.0 11.75 31
22150K2J 1 1/2 Plastic 230 1 19.7 15.12 40

Specifications

K - 10 GPM
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SHUTOFF HEAD
 1/2 HP 259 FT. • 112 P.S.I.
 3/4 HP 333 FT. • 144 P.S.I.
 1 HP 448 FT. • 194 P.S.I.
1 1/2 HP   591 FT. • 256 P.S.I.
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1/2 HP • 7 Stage

1 1/2 HP • 16 Stage

1 HP • 12 Stage

3/4 HP • 9 Stage

Model HP Material Volts Phase A B Wt.
22050L2AJ 1/2 Plastic 115 1 13.55 9.53 23
22050L2J 1/2 Plastic 230 1 13.55 9.53 23
22075L2J 3/4 Plastic 230 1 15.71 10.66 27
22100L2J 1 Plastic 230 1 17.85 11.75 31
22150L2J 1 1/2 Plastic 230 1 21.07 15.12 39

Specifications

L - 15 GPM
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SHUTOFF HEAD
 1/2 HP 173 FT. • 75 P.S.I.
 3/4 HP 233 FT. • 101 P.S.I.
 1 HP 291 FT. • 126 P.S.I.
1 1/2 HP  393 FT. • 166 P.S.I.1 1/2 HP • 13 STAGES

1 HP • 10 STAGES

3/4 HP • 8 STAGES
1/2 HP • 6 STAGES

Model HP Material Volts Phase A B Wt.
22050P2AJ 1/2 Plastic 115 1 12.48 9.53 23
22050P2J 1/2 Plastic 230 1 12.48 9.53 23
22075P2J 3/4 Plastic 230 1 14.63 10.66 27
22100P2J 1 Plastic 230 1 16.78 11.75 31
22150P2J 1 1/2 Plastic 230 1 20.00 15.12 41

Specifications

P - 20 GPM
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SHUTOFF HEAD
 1/2 HP 146 FT. • 63 P.S.I.
 3/4 HP 203 FT. • 88 P.S.I.
 1 HP 261 FT. • 113 P.S.I.
1 1/2 HP  358 FT. • 155 P.S.I.1 1/2 HP • 12 STAGES

1 HP • 9 STAGES
3/4 HP • 7 STAGES

1/2 HP • 5 STAGES

Model HP Material Volts Phase A B Wt.
22050E2AJ 1/2 Plastic 115 1 10.94 9.53 23
22050E2J 1/2 Plastic 230 1 10.94 9.53 23
22075E2J 3/4 Plastic 230 1 12.48 10.66 25
22100E2J 1 Plastic 230 1 14.63 11.75 30
22150E2J 1 1/2 Plastic 230 1 16.78 15.12 39

Specifications

E Series - 30 GPM
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SHUTOFF HEAD
 1/2 HP 122 FT. • 53 P.S.I.
 3/4 HP 152 FT. • 66 P.S.I.
 1 HP 219 FT. • 95 P.S.I.
1 1/2 HP  282 FT. • 122 P.S.I.

3/4 HP • 5 STAGES

1/2 HP • 4 STAGES

1 1/2 HP • 9 STAGES
1 HP • 7 STAGES
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