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submersible 
explosion-proof pumps

hydromatic®  SPX50/SPX50H

HYDromATiC spx50 and spx50H are specifically designed to 
pump contaminated effluent and water. The spx50/spx50H is 
ul and CsA approved (Class 1, Division 1, Group D) to handle 
a wide variety of pollutants, including gas and oil.

Features

•	HYDromATiC spx50/spx50H is 
recommended to be sold/used with 
HYDromATiC’s ul 913 listed control panel.

•	oil-filled motor for maximum 
heat dissipation and constant 
bearing lubrication.

•	recessed impeller reduces radial 
bearing loads, increases bearing life.

•	High torque capacitor start, 
single phase motor for assured 
starting under heavy load.

•	seal leak probes warn of 
seal leak condition.

•	on winding heat sensors will stop 
motor in case of over-heating to 
prevent costly motor damage.
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Performance data

All dimensions in inches. Component dimensions may vary ± 1/8 inch. Dimensional 
data not for construction purpose unless certified. Dimensions and weights are approximate. 
on/off level adjustable. We reserve the right to make revisions to our product and their 
specifications without notice.

Pump/motor Unit Submersible Explosion-Proof Sump

phase 1 Ø

Voltage 200 230

Horsepower 1/2 Hp

run Amps spx50 6.5 spx50H 5.3

solid size 2” (spx50) 3/4” (spx50H)

motor Type oil Cooled induction

 Capacitor start

r.p.m. 1750

Temp. stator max. Design  266° f (130° C)

operation intermittent

Coolant oil oil flash pt. 390° f

Hertz 60 Hz

Heat sensor bi-metallic

Temperature max. Water 140° f

nemA Design Type n Type n

insulation Class b

Discharge size spx50 2” npT spx50H 1-1/2” npT

unit Weight spx50 80 lbs. spx50H770 lbs.

power Cord Type soW/soW-A | Water resistant
15’ 14/4 600 V, 60° C | CsA/ul approved

Part Name material 

motor Housing Cast iron AsTm-48, 76

pump Casing Cast iron AsTm-48, 76

Coolant/lubricant Dielectric oil

shaft 416 stainless steel

mechanical  
shaft seal

Dual: Carbon/Ceramic
Type 21 bf1C1

impeller recessed, Cast iron Class 20 A-48-62

upper bearing ball radial 6203

lower bearing ball Thrust 6306

fasteners 316 stainless steel
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Pump characteristics

materials of construction


