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AutoPACs 5 GPM
23000 SERIES

Model No. Model No. HP Stages Volt WT.
6630-583 23050J2-APS 1/2 HP 13 230V 44
6630-595 23075J2-APS 3/4 HP 18 230V 47
6630-607 23100J2-APS 1 HP 23 230V 55
6630-619 23150J2-APS 1 1/2 HP 30 230V 64

Model No. Model No. HP Stages Volt WT.
6630-631 23050J3-APS 1/2 HP 13 230V 42
6630-643 23075J3-APS 3/4 HP 18 230V 44
6630-655 23100J3-APS 1 HP 23 230V 54
6630-667 23150J3-APS 1 1/2 HP 30 230V 63

Model No. Model No. HP Stages Volt WT.
6630-577 23050J2-APT 1/2 HP 13 230V 44
6630-589 23075J2-APT 3/4 HP 18 230V 47
6630-601 23100J2-APT 1 HP 23 230V 55
6630-613 23150J2-APT 1 1/2 HP 30 230V 64

Model No. Model No. HP Stages Volt WT.
6630-625 23050J3-APT 1/2 HP 13 230V 42
6630-637 23075J3-APT 3/4 HP 18 230V 44
6630-649 23100J3-APT 1 HP 23 230V 54
6630-661 23150J3-APT 1 1/2 HP 30 230V 63

Model No. Model No. HP Stages Volt WT.
6630-849 23150J3Z-APT 1 1/2 HP 30 230V 56

Two Wire Single Phase, w/Pressure Switch

Three Wire Single Phase, w/Pressure Switch

Two Wire Single Phase, w/Transducer

Three Wire Single Phase, w/Transducer

Three Wire Three Phase, w/Transducer

Stainless Steel - 23000 Series
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Most efficient operating range

SHUTOFF HEAD
 1/2 HP 361 FT. • 156 P.S.I.
 3/4 HP 512 FT. • 222 P.S.I.
 1 HP 649 FT. • 281 P.S.I.
 1 1/2 HP 829 FT. • 359 P.S.I.

  1/2 HP • 13 Stages

 3/4 HP • 18 Stages

  1 HP • 23 Stages

  1 1/2 HP • 30 Stages
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AutoPACs 5 GPM
24000 SERIES

Model No. Model No. HP Stages Volt WT.
6630-701 24050J2-APS 1/2 HP 12 230V 43
6630-711 24075J2-APS 3/4 HP 15 230V 46
6630-722 24100J2-APS 1 HP 20 230V 53
6630-734 24150J2-APS 1 1/2 HP 26 230V 62

Model No. Model No. HP Stages Volt WT.
6630-745 24050J3-APS 1/2 HP 12 230V 41
6630-755 24075J3-APS 3/4 HP 15 230V 46
6630-766 24100J3-APS 1 HP 20 230V 52
6630-778 24150J3-APS 1 1/2 HP 26 230V 61

Model No. Model No. HP Stages Volt WT.
6630-696 24050J2-APT 1/2 HP 12 230V 43
6630-706 24075J2-APT 3/4 HP 15 230V 46
6630-716 24100J2-APT 1 HP 20 230V 53
6630-728 24150J2-APT 1 1/2 HP 26 230V 62

Model No. Model No. HP Stages Volt WT.
6630-740 24050J3-APT 1/2 HP 12 230V 41
6630-750 24075J3-APT 3/4 HP 15 230V 43
6630-760 24100J3-APT 1 HP 20 230V 52
6630-772 24150J3-APT 1 1/2 HP 26 230V 61

Model No. Model No. HP Stages Volt WT.
6630-855 24150J3Z-APT 1 1/2 HP 26 230V 54

Two Wire Single Phase, w/Pressure Switch

Three Wire Single Phase, w/Pressure Switch

Two Wire Single Phase, w/Transducer

Three Wire Single Phase, w/Transducer

Three Wire Three Phase, w/Transducer

Stainless Steel - 24000 Series
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Most efficient operating range

SHUTOFF HEAD
 1/2 HP 376 FT. • 163 P.S.I.
 3/4 HP 481 FT. • 208 P.S.I.
 1 HP 641 FT. • 278 P.S.I.
 1 1/2 HP 822 FT. • 356 P.S.I.

1/2 HP - 12 Stages

3/4 HP - 15 Stages

1 HP - 20 Stages

1 1/2 HP - 26 Stages


