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Dry Pit Solids Handling Centrifugal Pumps
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DIMENSIONS IN INCHES
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*NO HANDHOLE COVER IN CASING

FIGURE 7181 7182
MOTOR  FRAME 143 JM 145 JM 182 JM 184 JM 213 JM 215 JM 254 JM 256 JM 284 JM 286 JM 324 JM 326 JM

AG 11 11 11 12 13⅝ 15⅛ 17½ 19¼ 19¼ 20¾ 21¼ 22¾
P 6½ 6½ 10½ 10½ 12½ 12½ 16 16 16 16 18⅞ 18⅞

NOTE: DIMENSIONS "AG" & "P" ARE NORMAL FOR CLOSE COUPLED JM STYLE PUMP MOTORS-DRIP-PROOF/CANOPY

Vertical Motor-Mount w/ Double Mechanical Seal, Type JM
Close-Coupled Motor, Base & Suction Elbow - Bulletin 7100-80

Fig. 7181, 7182

FLANGE 125# F.F.

SUCTION B. DISCHARGE

SIZE DIA. NO. BOLTS B.C.
2 6 4 - ⅜ 4¾
3 7½ 4 - ⅜ 6
4 9 8 - ⅜ 7½
5 10 8 - ¾ 8½
6 11 8 - ¾ 9½
8 13½ 8 - ¾ 11¾
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