
 USA  Wholesale/Residential Products • 888-957-8677 • Orders Fax: 800-426-9446
 Canada  Kitchener, Ontario • 519-896-2163 • Orders Fax: 519-896-6337
 www.hydromatic.com HYD10153 Rev12/10

SUMP PUMPS

FG-100A

Typical Application  Emergency dewatering 

Capacities 30 GPM (113.6 LPM)

Heads 16 ft. (4.88 m)

Liquids Handling Sump drain water

Intermittent Liquid Temp. 77°F (25°C)

Motor  12V DC, 9A

Charger Fully automatic, computerized monitoring 
 and alarm system; input – 115V AC, 
 60Hz; output – 12V AC, 2A (5 stages)

Check Valve Dual check valves included

Housing  Thermoplastic

Discharge NPT  1-1/4" or 1-1/2"

Power Cord 8', SJT, 16/2 GA

Superior Features
• 30 GPM (113.6 LPM), 2 amp 5-stage charging system

•  Pipe-mounted vertical fl oat switch and built-in alarm automatically start back-up 
system and activate alarm

• Controller includes connectors for pump, charger, fl oat switch and battery

• Dual check valves for connection to an existing sump pump

• Re-settable circuit breaker eliminates the need for a fuse

• Area light illuminates powerless work area

• Plug-in style connectors for quick, easy installation

• Battery sold separately

Protects home if 
AC-powered pump fails

Performance
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FG-200A

Typical Application Emergency dewatering 

Capacities  45 GPM (170.3 LPM)

Heads 18 ft. (5.49 m)

Liquids Handling Sump drain water

Intermittent Liquid Temp. up to 77°F (25°C)

Motor 12V DC, 18A

Charger Fully automatic, computerized monitoring, 
 control and alarm system; input – 115V AC, 
 60Hz; output – 12V AC, 8A (5 stages)

Check Valve Included

Housing Thermoplastic

Superior Features
• 45 GPM (170.3 LPM), 8 amp 5-stage charging system

• Thermoplastic pump with steel case charger enclosure

• 1-1/4" (32 mm) NPT threaded discharge; adapts to 1-1/4" (32 mm) and 
1-1/2" (38.1 mm) NPT 

• High volume ideal for active sump pits

• Plug-in style connectors for quick and easy installation

• Audio and visual alarms keep you informed of status at all times

• Check valve and battery case included

• Fits most new and existing sump pits

• Battery sold separately 

8 amp multi-stage 
charging system 
(UL/CUL approved) 
with steel enclosure 
provides the strongest 
battery charge

Performance
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