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MODEL:  HBM(X)200 — Submersible Basin Mixer

Physical Data:

	 PROPELLER TYPE	 AXIAL FLOW PROPELLER
	 CABLE LENGTH	 35’ STANDARD

Operational Data:

	 MAXIMUM FLOW	 1400 GPM
	 MAXIMUM BASIN SIZE	 11.5’ DIAMETER ROUND 
	 	 10’ SQUARE
	 MAXIMUM DRY RUN	 2 HOURS

Temperature:

	 MAXIMUM LIQUID	 140°F
	 MAXIMUM STATOR	 266°F
	 OIL FLASH POINT	 390°F
	 HEAT SENSOR	 Open:	 257°F MAX./239°F MIN. 
	 	 Closed:	 194°F MAX./149°F MIN.

Technical Data:

	 POWER CORD TYPE	 SOW/SOW-A WATER RESISTANT 600V, 60°C	  
	 	 MOTOR HOUSING	 CAST IRON	 ASTM	 A-48	 CLASS 30
	 	 PROPELLER	 CAST IRON	 ASTM	 A-48	 CLASS 30
	 	 MOTOR SHAFT	 416 STAINLESS STEEL
	 	 HARDWARE	 300 SERIES STAINLESS STEEL
	 	 “O” RINGS	 BUNA N
	 MECHANICAL SEALS 
	     	 Standard:	 UPPER AND LOWER CARBON/CERAMIC/BUNA-N, TYPE 21	
	 LIP SEAL	 	 NITRILE, TYPE SB2/B1
	 UPPER BEARING	 	 (RADIAL) SINGLE ROW BALL
	 LOWER BEARING	 	 (THRUST) SINGLE ROW BALL
	 MIN. B-10 BEARING LIFE	 	 50,000 Hrs
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