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EFFLUENT PUMPS
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Typical Application High-head fi ltered effl uent

Capacities up to 50 GPM (189 LPM)

Heads up to 300 ft. (91.4 m)

Electrical 115V, 1ø, 14.5 FLA, 60Hz, 3450 RPM
 230V, 1ø, 3.1 FLA, 60Hz, 3450 RPM

Motor (single phase) - 1/2 HP 115V, single phase  
 (single phase) - 1-1/2 HP 230V  
 60Hz, 3450 RPM

Diameter Simplex = 4" (101.6 mm)

Materials of Construction 300 SST

Impellers Thermoplastic

Discharge Size 1-1/2" (38.1 mm)

Power Cord  1ø - 10', 20', 30' or 50', 16-3 Jacketed Type 
SJOW-A UL

 1ø - 100', 14-3 Jacketed Type SJOW-A UL

• High-pressure capacity

• Corrosion-resistant design 
for long life

•  Dependable fi eld-proven motor

•  Stainless steel construction

•  Built-in overload and electric 
surge protection

•  Hermetically sealed windings

• Continuous duty rating

• Frequent cycling capabilities

•  Powerful, yet lightweight

•   Easy handling and installation

High-head fi ltered effl uent 
pumps are designed 
specifi cally for high-
pressure applications

Performance 

Superior Features

0 5 10 15 20 25 30 35 40 45 50

500      

400 

300 

200 

100

HE25-51

HE35-51

US GPMH
ea

d,
 fe

et
 

Power Cord  1ø - 10', 20', 30' or 50', 16-3 Jacketed Type 

Double Screened


