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Installation – HPG(X)
SIMPLEX INSTALLATION WITH PEDESTAL MOUNTED PANEL

FLASHING ALARM LIGHT
(OPTIONAL)

PEDESTAL MOUNTING STAND

NEMA 3R OR 4X
CONTROL PANEL

LIFTING CHAIN & SHACKLE PROVIDED WHEN 
DISCHARGE IS OVER 1'-0"  FROM TOP

GATE VALVE EXTENSION PROVIDED FOR
DISCH. GREATER THAN 2' FROM TOP OF BASIN

BALL
CHECK
VALVE

1-1/4" N.P.T.
GATE
VALVE

1-1/4" N.P.T.
DISCHARGE

3'-0"

HYDRAULICALLY
SEALED DISCHARGE
FLANGE

2'-0"
MIN.

4'-0" MIN.)
(12'-0" MAX.)

STATIONARY SUMP
COVER

TOP VIEW
W/PUMP COVER, CONTROL

PANEL &PEDESTAL MOUNTING 
STAND REMOVED

ALARM
LEVEL
(OPT.)

TURN-ON
LEVEL

TURN-OFF
LEVEL

24" STANDARD
30" OPTIONAL
36" OPTIONAL

12-1/4 4-1/2
9

5/8 STUDS
(2) HOLES

1-1/2 GALV. PIPE
GUIDE RAILS

ALL DIMENSIONS IN INCHES 
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3'-0"TURN-ON
LEVEL

HYDRAULICALLY
SEALED 
DISCHARGE
FLANGE

1-1/4" N.P.T.
DISCHARGE

1-1/4 N.P.T.
GATE VALVE

BALL 
CHECK
VALVE

GATE VALVE EXTENSION PROVIDED
FOR DISCH. GREATER THAN 2'
FROM TOP OF BASIN

LIFTING CHAIN & SHACKLE
PROVIDED WHEN DISCHARGE
IS OVER 1'-0" FROM TOP

4'-0" MIN.
12'-0" MAX

2'-0"
MIN. TURN-OFF

LEVEL

ALARM
LEVEL
(OPT.)

STATIONARY SUMP COVER

4

24" STANDARD
30" OPTIONAL
36" OPTIONAL

12-1/4" 4-1/2
9"

5/8" STUDS
(2) HOLES

1-1/2" GALV. PIPE
GUIDE RAILS

SIMPLEX INSTALLATION WITH J-BOX AND REMOTE PANEL

ALL DIMENSIONS IN INCHES 
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ALL DIMENSIONS IN INCHES 

FLASHING ALARM LIGHT
(OPTIONAL)

PEDESTAL MOUNTING STAND

NEMA 3R OR 4X
CONTROL PANEL

INTERMEDIATE BRACE REQD. FOR 
EXTENSIONS LONGER THAN 10'-0"

3'-0"

2'-0"
MIN.

GATE VALVE EXTENSION PROVIDED FOR
DISCHARGE GREATER THAN 2' FROM TOP OF BASIN

4'-0" MIN
16'-0" MAX.

1-1/4
N.P.T.
GATE 
VALVE

HYDRAULIC
SEALING 
FLANGE

BALL
CHECK
VALVE

LIFTING CHAIN AND
SHACKLE PROVIDED
WHEN DISCHARGE IS
OVER 1'-0" FROM TOP

CONTROL WIRE
MOUNTING BRACKET

14
7

DISCHARGE - 1 1/4 N.P.T.

5"

12-1/4"

9"

2"

36" DIA. STANDARD
48" DIA. OPTIONAL

5/8 STUDS
(4) HOLES1-1/2 GALV. PIPE

GUIDE RAILS

DUPLEX INSTALLATION WITH PEDESTAL MOUNTED PANEL
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ALL DIMENSIONS IN INCHES 

GATE VALVE EXTENSION PROVIDED FOR DISCH. GREATER
THAN 2' FROM TOP OF BASIN.

INTERMEDIATE BRACE REQD. FOR
EXTENSIONS LONGER THAN 10'-0"

4'-0" MIN.
16'-0" MAX.

1-1/4"'
N.P.T.
GATE
VALVE

HYDRAULIC
SEALING
FLANGE

BALL 
CHECK
VALVE

3'-0"

3-5/8"

2'-0" MIN.

10 1/4

DISCHARGE 1 1/4" N.P.T.

14

7

LIFTING CHAIN & SHACKLE PROVIDED WHEN
DISCHARGE IS OVER 1'-0" FROM TOP

5"

12-1/4"

9"

2"

36" DIA STANDARD.
48" DIA OPTIONAL.

5/8 STUDS
(4) HOLES

1-1/2 GALV. PIPE
GUIDE RAILS

DUPLEX INSTALLATION WITH J-BOX AND REMOTE PANEL
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UPPER GUIDE  - 8573-000-5

U-BOLT W/NUTS - 6312-000-1

GRINDER PUMP

LOWER GUIDE - 8524-001-3

(3) CAP SCREW - 19100A033

(9) 5/16 WASHER - 156-023-1

BALL CHECK VALVE 5520-000-5

DISCHARGE PIPING AND RAIL GUIDE ASSEMBLY
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UPPER GUIDE - 8525-005-5

U-BOLT W/NUTS - 6312-000-1BALL CHECK VALVE
5520-000-5

GRINDER PUMP

LOWER GUIDE - 8524-005-5

(2) 5/16 WASHER - 156-023-1

(2) CAP SCREW - 19100A033

DISCHARGE PIPING AND RAIL GUIDE ASSEMBLY


