
DATA SHEET

All indicated Pentair trademarks and logos are property of Pentair. Third party registered and unregistered trademarks and logos are the property of their respective owners. Because we are 
continuously improving our products and services, Pentair reserves the right to change specifications without prior notice. Pentair is an equal opportunity employer. 

©2023 Pentair. All Rights Reserved. M11989SSE (08-01-23) 

293 Wright St
Delavan, WI 53115
Ph: 888.987.8677
Fx: 800.426.9446

pentair.com490 Pinebush Rd,Unit 4
Cambridge, Ontario N1T 0A5, Canada
Ph: 800.363.7867
Fx: 888.606.5484

The ED-MS33PV10 Series Sink Pump System is specially 
designed for many household jobs. Fast, easy installation 
with no need to dig a sump pit. This under sink alternative 
is pre-piped and factory assembled. Components are 
corrosion-resistant thermoplastic for years of extended 
service.

APPLICATIONS

Laundry trays, washing machines, wet bars, water softeners, 
and dehumidifiers.

FEATURES 
 � High capacity 1/3 HP pump.

 � Oil-filled for maximum heat dissipation and  
constant lubrication.

 � Thermal overload protection with automatic reset

 � Pre-assembled and installs above floor.  Includes 
discharge pipe inside basin.

SINK PUMP SYSTEM
ED-MS33PV10 SERIES

SPECIFICATIONS
 � Capacities: 53 GPM (227 LPM)

 � Shut-Off Head: 24’ (7.3 m)

 � Operation:  On = 7-1/2” (191 mm); Off = 3” (76 mm)

 � Solids Handling: 3/16” (4.78 mm)

 � Liquids Handling: Drain water

 � Intermittent Liquid Temp: 77°F (25°C)

 � Motor/Electrical Data: 1/3 HP, 115V, 3.9A, 1Ø, 60Hz

 � Shaft Seal: Double lip seal

 � Housing: Plastic

 � Power Cord: 10’ (3.1 m) 18/3

 � Discharge NPT: 1-1/2”

 � Basin Material: Polyethylene

 � Basin Dimensions: 14-1/2”w x 16”h (368 mm x 406 mm)

 � Basin Capacity: 5 Gallons | 18.9 Liters

 � Basin Lid Material: Polyethylene
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MS33PV10, 1/3 HP
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PUMP PERFORMANCE

CATALOG NUMBER HP VOLTS PHASE AMPS DISCHARGE  NPT SWITCH TYPE CORD LENGTH APPROX. WT. LBS.

ED-MS33PV10 1/3 115 1 3.9 FLA 1-1/2" Automatic 10' 27

ORDERING INFORMATION

3 Year Warranty

Tested & Certified to UL778 
and CSA 108.


