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Drawing No.

EDW-FA-A-2

Control Panel Series

A RO

High Level Alarm
Y-Yellow

Pump On & Off
G-Green

For a wire splicing illustration of the above
diagram, request Splice Box Wiring Diagram:
EDW-SB-A-4

YGW •Factory Standard •

Terminal Strip

Redundant Off &
Low Level Alarm
W-White

Pump Motor*
115VAC, 1Hp, 1Ø, 60Hz Max.

230VAC, 1.5Hp, 1Ø, 60Hz Max.

2 64 51 3

3" Min.
3" Min.

B
C
D

Specs: contact - normally open
differential - no minimum
power rating - signal

Typical Orenco float model: A

Typical Orenco float model: B

Typical Orenco float model: T

Float Types

Specs: contact - normally open
differential - 3" min.
power rating - pump

Specs: contact - normally closed
differential - no minimum
power rating - signal

Possible substitutions: B,C,D

Possible substitutions: C,D

*NOTE:  The mechanical float maximum motor-rating
may be lower than the control panel maximum motor-
rating.  Use the chart below to choose a mechanical
float that will meet your pump motor needs.

Model        Volts   Hp

120VAC                   1/2
240VAC                    1

240VAC                   1.5
120VAC                   3/4
240VAC                   1.5

120VAC                   1/2


