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From Main Power Panel
115 VAC, 1 Phase, 60 Hz.

Main disconnect
provided by others.

Control Panel Wiring Diagram
Model MVP-SSF1 PTRO/DM
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Note: Motors must have internal overload protection
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Float functions shown 
for On-Demand 
operation (default)

For sand filter 
float arrangement diagrams,
see the following drawing no.
"EDW-FA-SSF-223" (On-Demand)
"EDW-FA-SSF-224" (Timed Dose)

For septic tank 
float arrangement diagram,
see drawing no.
"EDW-FA-SSF-110"
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Factory default.
Wire as shown.

Three Circuits Two Circuits One Circuit

Use one wire nut to connect each pump 
circuit breaker together with the 
incoming L1 power line. Use another 
wire nut to connect the neutral block of 
each pump with the incoming neutral 
line.

Use one wire nut to connect each pump 
circuit breaker together with the controls 
breaker and with the incoming L1 power 
line. Use another wire nut to connect the 
neutral block of each pump with the 
controls neutral block and with the 
incoming neutral line.

Power Wiring Options
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AUDIBLE ALARM 
FLOYD BELL 
SP-1081

REMOTE ALARM
(AHW OR EQUIV. 
115 VAC ALARM)
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For MVP-SSF PTRO/DM
operation description,

see drawing no.
"EIN-CP-OP-2105".

Removal of the terminal 
link rail will separate the 
high level alarm and 
septic tank override timer 
functions.

* Removal of Alarm / Override Link Rail
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